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Sauleda Screen Glass

COEFICIENTES
DE APERTURA

OPENNESS
FACTOR

PESO WEIGHT

Perfecto equilibrio entre privacidad y confort
visual, afiadiendo un punto de confort a estan-
cias de alta concurrencia evitando la reverbera-
cion con las propiedades acusticas del tejido.
Reduccion del efecto del deslumbramiento ante
pantallas y monitores.

Con una seleccién de 5 colores neutros, el confort
térmico y la reflexion de la radiacion haran de la
estancia un lugar agradable. Los tejidos con
tonos mas oscuros previenen del deslumbra-
miento, asi como los colores claros rechazan el
calor del sol.

La gama de colores esta pensada para combinar
con las tendencias actuales en decoracion de
interiores. Apostando por colores neutros y combi-
nables con las gamas de colores de tapicerias y
mobiliario, para garantizar una decoracion acordey
homogénea.

El nicleo multifilamento del hilo formado por
fibras de vidrio asegura una estabilidad dimen-
sionalinquebrantable tras el uso y los cambios de
temperatura. (Garantizada 5 afios instalada en el
interior).

Maxima estabilidad dimensional.
El Screen Glass la fibra se mantiene estable a
diferentes cambios de temperatura.

COLORES GLASSFIBER

NEUTROS

NEUTRAL
COLOURS PVC

The perfect balance between privacy and visual
comfort, adding a point of comfort to high-traffic
rooms, avoiding reverberation because of the
fabric's acoustic properties. Reduction of the
glare effect on screens and monitors.

A selection of 5 neutral colors, thermal comfort
and radiation reflection will make any room a
comfortable space. Fabrics with darker shades
prevent glare, just as light colors reject the heat of
the sun.

The range of colors is designed to match current
trends in interior decoration. Betting on neutral
colors that can be combined with the color ranges
of upholstery and furniture, to guarantee consistent
and homogeneous decoration.

The multifilament core of the yarn made of glass
fibers ensures unshakable dimensional stability
after use and changes in temperature. (Guaran-
teed 5 years when installed indoors).

Maximum dimensional stability. The Screen
Glass fibre remains stable as temperatures vary.



La radiacion solar a traves del screen

Solar radiation through the screen

RADIACION SOLAR
SOLAR RADIATION

INFRAROJO VISIBLE ULTRAVIOLETA
INFRARED VISIBLE ULTRAVIOLET

Longitud de onda (nm) 400 315 280 100
Wavelength

Absorcién Solar (AS)

Energia Solar Solar Absorption (SA)
Solar energy

SCREEN GLASS
Transmisién Solar (1) @S UNa solucion térmica
Solar Transmittance (ST) . .
parainteriory para
una buena gestion de la luz.

M.

SCREEN GLASS
is a thermal solution for interiors
and for the best light management.

Reflexién Solar (RS)

Transmisi6n Luz Visible (TV)
Solar Reflectance (SR)

Visible Transmittance (VT)

Factor Solar
Solar Factor
(Transmisién Solar + % Absorcién Solar)
(Solar Transmittance + Solar Absorption %)



Sauleda Screen Glass

Ancho / Width: 320 cm

SAULEDA SCREEN GLASS OPTIK 77220

SAULEDA SCREEN GLASS WHITE SAND 77218

SAULEDA SCREEN GLASS WHITE PEARL 77217

SAULEDA SCREEN GLASS WHITE BLACK 77219

SAULEDA SCREEN GLASS BLACK 77221

Caracteristicas técnicas

Sauleda Screen Glass Technical specifications
Coeficiente de apertura Openness Factor 5%

Composicion 29% Glassfiber
Composition 71% PVC

Ancho Width 320cm

Longitud de las piezas Roll length 25m

Peso Weight 400gr/m? +5%
Espesor Thickness 0.55mm  +5%
Reaccidn al fuego Fire rating M1 /NFPA 701-2015
Solidez al color Colour fastness ISO 105 B02 8 Grade

Garantia Warranty
Greenguard Gold Certification



SAULEDA SCREEN GLASS Color Propiedades dpticas

Colour Optical Properties
Articulo /Article ga:)c;g ;gsbsef;tgtgr Tv
SAULEDA SCREEN GLASS OPTIK 5% 19%
SAULEDA SCREEN GLASS WHITE SAND 5% 20%
SAULEDA SCREEN GLASS WHITE PEARL 5% 15%
SAULEDA SCREEN GLASS WHITE BLACK 5% 9%
SAULEDA SCREEN GLASS BLACK 5% 8%
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SOUND ABSORPTION FLAME RETARDANT

PANEL BLIND ROLLER BLIND VERTICAL BLIND

Propiedades térmicas
Thermal Properties

Rs
67%
54%
43%
11%

4%

Ts
22%
23%
16%
8%
%

As
11%
23%
41%
81%
89%

Sujeto a cambios en relacion con las mejoras técnicas. Los valores indicados sin niveles de tolerancia son valores nominales con un rango de

tolerancia de + 5 %. Todos los datos presentados aqui se ofrecen, seglin nuestro leal saber y entender, con fines orientativos y no son

legalmente vinculantes. V041022

Subject to change with respect to technical improvements. The values stated without tolerance levels are nominal values with a tolerance
range of + 5 %. All data presented here are to the best of our knowledge and belief for guidance purposes and are not legally binding. V041022



Choose your
lighting.
Choose your
mood.
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